AMES35INZ
AGDC Converter

The AMESEONZ i A Y SOQa KACHK Sanvertet f2atoSexkl much greate
cost effectiveness due to material normalization and production automation ¢
leading to improved reliability and performance. Offering a commercial input volt
range 0f90-264VAC and an output voltage rangenfr6-48V, this series will offer many
benefits to your new system design.

This series offers great operating temperatures, fre88°Cto 70°Candalso features
an isolation oBOOOVAC for improved reliability and system safety. Furthermore, a |
MTBF of 80,000h, output short circuit protection (OSCP), output emgmrent
protection (OCR) output overvoltage protection (OVPRnd overtemperature
protection (O'P)come standard with the series.

The AMESE0-NZ is perfect for street lightingontrols, grid power, instrumentation,
industrial controls, communication, and civil applications.
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Enclosed

Universal Input90 - 264VACR40 - 373VDC AMES35(NZ

Operating Temp:30°C to +70°C b28 = 4000 350

High isolation voltagdJp to 00VAC 300

Low ripple & noise200mV(pp) typ. 3000

Output short circuit, ovecurrent, overvoltage 264

and overtemperatureprotection 70
Regulated Output 50
Optionalconformal coating = 5 1000

Surgeimmunity: 300VAC for 5s 33
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Press Release

Coming Soon!
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http://www.aimtec.com/
http://www.aimtec.com/ames350-nz
https://aimtec.com/aimtec-launches-the-eagle-series-enclosed-ac-dc-converters-from-15-to-350w
https://www.youtube.com/watch?v=-VwFzJEP6zo&ab_channel=Aimtec




